
GUT AND GO MINI SUV/TRUCKS 
 
Mini truck light weld class 
 
Rule #1: If it doesn't say you can, you can't! 
Rule #2: No refunds on anything, period, end of story! 
Rule #3: There will be a $50.00 protest fee 
 
Appearance 
 
1. All trucks must have contrasting letters and numbers, also must have at a 12" X 12" roof sign. 
2. If there us paint anywhere on the frame or suspension, you will not be tech'd and will be loaded. 
 
Truck 
 
1. Any 2 wheel drive mini truck or SUV, 115" max wheelbase. 
2. If 4 wheel drive, you must remove one of the driveshafts. 
3. No full size trucks, mid or full size SUVs, no el caminos, no stake or dump bed trucks allowed. 
4. Must have 4 or 6 cylinder engine, and be an engine that came in that make and model, no V8 engines 
allowed. 
5. Any question if make and model is ok to use e-mail: midnightthunder75@gmail.com and ask first 
 
Body 
 
1. Remove all chrome and plastic from exterior, remove ALL glass and flammable materials from 
interior, no loose debris anywhere in truck, dashboard removal is optional. 
2. All driver airbags must be depleted or removed. 
3. Hood must have 12" diameter hole. 
4. Doors, tailgate, or rear hatch may be welded solid with 1/8" X 3" strap 
5. Hood may be either 1.) Wired in six spots #9 wire two strands per spot and two may go to the bumper 
and not the frame. 2.) Bolted in four spots 3/4" rod max and 3" diameter washers. Not both! Pick one! 
6. No wedging the rear, no sedagoned SUVs, you may crease the body panels only! 
7. You are required to have #9 wire, chain, or bar in windshield area from roof to cowl. 
8. You can weld the bed to the cab with 1/8" X 3" strap and you may bolt the bed to the cab with four 
3/4" bolts with 3" washers. 
 
Drivers Compartment 
 
1. Battery must be moved to passenger area and secured/covered. 
2. Stock gas tanks must be removed and mounted inside/front if bed. 
3. 4 point cage, 3" max tube size, welded to floor sheet metal will be allowed, a rollover bar welded to 
the seat bar and going straight up (not leaned back) will be allowed. All cage components will stop at 
the back of a stock mounted seat. 
 
Frame 
 
1. Absolutely no welding on frame except bumper and engine mounts. 
2. No body or suspension lifts. 
3. Trailer hitches must be removed. 
4. Bumpers may be swapped for any stock car bumper and may be stuffed, no homemade bumpers. 
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5. Bumpers may be welded to the stock bumper brackets and the brackets may be welded to the frame, 
no added metal. 
6. Bumpers may be welded straight to the end of the frame, NO frame shortening will be allowed. 
7. Suspension must have free movement up and down, front and rear. 
8. Body mounts may be changed to 3/4" rod and 3" washers, you may also add two body mounts 
anywhere you choose and you must paint the top to designate the added mounts. 
 
Drivetrain 
 
1. Transmission coolers will be allowed. 
2. Rear ends may be welded. 
3. The cooling system must remain in stock location or be removed. 
4. Headers through the hood will be allowed. 
5. Stock engine for make and model, carb conversions are allowed. 
 
Tires 
 
1. Max 16" tires, doubled tires ok, tubes ok, valve stem protection ok 
 
E-mail all questions to: midnightthunder75@gmail.com 
We want all questions and answers in writing please. 
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