
2015 Stock Full Sized Rules 
Revised 5-19-2015 

 

 

Rule #1: If it doesn't say you can, YOU CAN'T! 

Rule #2: If you DO and it doesn’t say you CAN... you will be loaded. 

Rule #3: No refunds for anything. Period, end of story. 
 

 

APPEARANCE 
1. Absolutely NO black cars. All cars must have contrasting 

letter/numbers. 

2. If there is paint anywhere on suspension or frame... you will be 

loaded. 
 

 

CAR 
1. Any year full sized car, sedan or wagon. No Imperials, no suicide 

Lincoln's, no hearses. 
 

 

BODY 
1. Remove all glass mirrors and plastic PRIOR TO STEPPING FOOT 

ON PROPERTY! All decking in wagons must be removed. 

Vehicles must be clean, swept and ready. 

2. No sedagons, ZERO crease enhancement, ZERO sheet metal or 

frame shaping, forming or folding. 

3. Deck and Hood must be 100% in stock location and open for 

inspection. After inspection you may tuck trunk with a single 90 

degree bend. 

4. ANYTHING can be removed, NOTHING can be added. 

5. Fasten trunks, hoods, tail gates in 4 places, 2 strands of #9 wire. 

You may weld doors 6 inches total on each vertical seam only. 

Drivers door may be welded 12 inches total on vertical seams only. 

2” x 1/8” strap. Do not weld hood or trunk! 

6. Body mounts and spacers to remain stock and in place. If they are 

broken or rusted out, a single piece #9 wire may be substituted. 

No body bolt changing allowed, they are not to be touched other 

than the following exception. 

EXCEPTION: You may replace two front body mounts with two 5/8" 

threaded rod with four 3 inch washers and 4 nuts on each side, 

bottom nut and washer must be inside frame and may extend 

through hood. ZERO welding allowed to mount this rod. 

7. #9 wire or chain required in front windshield ONLY. 



 
 
 

FRAMES 
1. NO welding on frames allowed. 

2. No suspension modifications allowed. Must remain strictly stock. 

ZERO aftermarket parts. 2003 and newer Fords must leave all 

factory front suspension, cradle and steering components. 

3. You may use 2 twist in spring spacers per side. 

(store bought, nothing homemade of any kind) 

4. You may use a single strand #9 wire to hold coil spring to rearend. 

Leaf spring cars may use 4 single strands #9 wire as leaf 

clamps. 
 

 

DRIVE TRAIN 
1. ANY drivetrain allowed with the following criteria. 

2. Only the lower stock engine mounts may be welded to cradle only. 

You may use two 1/2" thick spacers to raise engine to clear 

steering components, may not exceed rubber mount area. You may 

extend off back of cradle but nothing excessive, 1/2" flat plate 

only(example SBC in Cadillac, Mopar) 

3. No tranny protectors, stock mounting only, stock cross members 

only. No welding at all. 

4. Rearend swaps allowed, no bracing, no welding, no re-enforcement. 

Max axle size 31 spline, Ford, GM or Mopar ALL must be factory 

axles (cast flanges) and rearends, must be a direct bolt-in, NO 

fabricating or welding allowed of axles or rearend (inside or outside) 

You may weld rearend gears only. You may run 2 strands of #9 

from rear end to frame, nothing thru body. 2 loops, 4 strands 

together in center twist only. 

5. 1998 and newer Fords stock watts rearend, no conversion kits. 

6. Floor shifters allowed, headers allowed, gas pedals, however 

nothing may strengthen car. 

7. No engine cradles, skid plates, protectors of any kind, no 

aftermarket parts of this nature at all. 

8. You may swap engines, ie.. Chevy in a Ford. 

9. Slip-shafts allowed. 



  DRIVER COMPARTMENT 
1. 4 point square cage only, 6 inch max tube size, 4 down legs to the 

 floor sheet metal only, nothing to the frame, everything must be 

vertical or horizontal, nothing angled to form a kicker, rear down 
legs to be mounted at the back of a stock located seat, rollover bar 

inside or outside roof is allowed, gas tank can be mounted off seat 

bar and must be at least 6 inches away from any sheet metal, 
officials have the   final say on the safety and construction of this 

cage. 

2. Drivers door must be padded. 

3. Gas tank and battery must be moved and secured. Tank behind the 

seat, Battery centered in the passenger front floor. 

4. Nothing may be mounted in a way that strengthens the car. 

5. Trans coolers allowed. Must be mounted inside 4 point cage area. 

6. No aftermarket steering columns, stock OEM for that car only. 
 

 

BUMPERS 
1. You may weld the bumper seams, the shocks and weld the brackets 

to the frame. You may not weld further than 4 inches behind the 

radiator support AT ALL when mounting your front bumper 

brackets on any car. No bracket or welding may be done further 

than 4 inches behind the radiator support. – NO EXCEPTIONS. 

2. Shocks may be collapsed and welded. All shocks and brackets in 

stock location only. Do not move! This rule means NO shortened 

frames and NO hard nosing! Again all bumper brackets and shocks 

must be in stock location. If your car did not come with a 

shock(example 71 Chevy) you may use a 74-76 BOP bracket 

mounted in stock location with stock bolts, only welding described 

above. 

3. Or you may chain, one piece of chain per side BOLTED from the 

mount to mount to hold on the bumper. 

 
 

TIRES AND BRAKES 
1. No tires taller than 30". 4 wheels max per car. No duals. 

2.  No split rims, studded tires or 100% solid wheels, you may use 

aftermarket center with various bolt patterns, solid centers are fine, 

but no outer rim re-enforcement. Welds must be approved by 

judges on rear tires. No outer bead welding or plating. Stay off the 

area of the rim the tube touches, except to weld your center into 

the rim. 

 

 



 

3.  Valve stem protectors allowed, wheel weights must be removed. 

Valve stem protectors may not extend more than 6 inches from 

       valve stem and are not allowed to be a rim protector. 

4.  Bead locks must not extend past stock tire bead area, not to 

exceed 2 inches wide. Only allowed on inner bead, nothing allowed 

on outside bead. 

5. Doubled or foam filled tires allowed. 

6.  All cars must be able to demonstrate the ability to stop at any time. 

If your brakes do not work, you will not compete. 

7.  You may not change tires after inspection, ride height will be 

measured with your competition tires only. 

 

BUMPERS/BRACKETS AND MOUNTING 
 

 

BUMPER/Brackets 
1.  You must start with a stock/replacement bumper but you 

are allowed to re-enforce inside or the backside between the shock 

mounts. Do not re-enforce the front or the ends outside the shock 

mounting area. Bumper re-enforcement may not be done in 

anyway to stop frame bending. Bumper must appear stock from 

the stands, no spike or protruding items. 

2. Weld all seams. 

3.  Bumpers are interchangeable for all cars. 

4.  You may use 6X6 Max tube over chrome, ends (outside mounting 

area) must be equivalent strength to a stock bumper ends. 
 

 

MOUNTING 
1. You may weld the bumper seams, the shocks and weld the brackets 

to the frame. You may not weld further than 4 inches behind the 

radiator support AT ALL when mounting your front bumper 

brackets on any car. No bracket or welding may be done further 

than 4 inches behind the radiator support. – NO EXCEPTIONS. 

2. You may weld the outer chrome skin to the bumper inner frame. 

3. You may not weld the bumper to the body at any time. 

4. Bumpers may be cut to keep them out of the tires. 

5.  Bumpers may be flipped (upside down). 

6. Compression bumper shocks may be drained, slid back into the 

shock and welded fully. 

7. All bumper brackets and shock components must be OEM 

automotive materials. 



 
8. You may not reconfigure a bracket or change shock mount 

location. 

9. Only shocks allowed inside frames are the original shock and 

configuration from factory. 

10. No REAR bumper brackets allowed on front. 

11. You may run 4 loops of #9 wire from the radiator support to the 

bumper in 2 locations outside of the radiator. 

12. You may weld a 2" x 6" x 1/4" strap from the bumper to the frame 

to help keep the bumper on the car. This must remain in one 

piece. It cannot be angled to the corner of the bumper to form a 

kicker. 6" is the maximum length. 

13. You may run 2 pieces of all thread 5/8" x no more than 14" thru 

the body pan to help hold the bumper on. 5" washer maximum 

for this bolt. 

14. Bumper height must be 16" to 22" measured to the bottom of the 

frame at the back and front body mount location. 

15. Buick, Olds and Pontiac's may fill the large hole in the frame 

behind the radiator support. This must be a butt fit, 1 pass weld 

only. NO overlap allowed. 
 

 

MISC 
1. Only welding allowed is doors, bumper, engine mount, cage and 

rearend gears and only as described above in the rules! This build 

should only take 3 days, if you spend more than that you are 

overbuilt for this class and will not run! 
 

 

INSPECTION PROCEDURES 
1. Official’s decisions are final. 

2. You will be given one (1) opportunity to correct items on your car. 

3. Each car gets a maximum of 2 times thru inspection. 

4.  Cars will be impounded after inspection and staged in a secure 

location. 

5.  You must be completely ready to bolt the hood down during 

inspection and then put the car in the staging area. 

6.  No further work will be allowed and cars will not be allowed to 

return to their trailers. 

7.  Do not come to the inspection line if you are not done preparing 

your car. 



 

 
 
 
 

8. Any added or welded metal plate/rod or material not specifically 

covered in the rules, will be removed completely as well as the 

surrounding metal. Don’t do it or your car will be weakened! 
 

 

PRE-FEATURE/PRE-CONSOLATION CAR 

PREPARATION 
1.  You may use unlimited wire for consi or feature if and only if you 

ran a heat race. otherwise, the posted rules above apply. 

2.  Leaf spring cars may NOT replace leaf springs prior to either the 

consi or the feature. 

3. You may wire them or tape leaf springs, but may not replace them. 

4.  No replacing of sheet metal components prior to the consi or the 

feature. 

5.  After the heats, consi cars will be re inspected. Feature cars will be 

impounded. 

6.  You may sedagon your vehicle after your heat, wire only, visibility 

for inspection must be maintained. 

7.  Feature cars must be re inspected immediately and then 

impounded again. No further repairs will be allowed after this point. 
 
 
 
EMAIL ALL QUESTIONS TO: midnightthunder75@gmail.com 

 
Do not call, we want all questions and answers in writing please. 

mailto:midnightthunder75@gmail.com

